
Figure 1.  Injection Well 373-35R, CO2 Injection Schematic
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Figure 2.  Injection Well 373-35R, Abandonment Schematic



Figure 3.  Injection Well 345C-36R, CO2 Injection Schematic
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Figure 4.  Injection Well 345C-36R, Abandonment Schematic



Figure 5.  Injection Well 363C-27R, CO2 Injection Schematic
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Figure 6.  Injection Well 363C-27R, Abandonment Schematic



Figure 7.  Injection Well 353XC-35R, CO2 Injection Schematic
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Figure 8.  Injection Well 353XC-35R, Abandonment Schematic



Figure 9.  Shallow Monitoring Well – Proposed Monitoring Schematic
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Figure 10.  Shallow Monitoring Well – Proposed Abandonment Schematic



Figure 11.  Etchegoin Monitoring Well 355X-26R, Monitoring Schematic
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Figure 12.  Etchegoin Monitoring Well 355X-26R, Abandonment Schematic



Figure 13.  26R Monitoring Well 341-27R, Monitoring Schematic
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Figure 14.  26R Monitoring Well 341-27R, Abandonment Schematic



Figure 15.  26R Monitoring Well 328-25R, Monitoring Schematic
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Figure 16.  26R Monitoring Well 328-25R, Abandonment Schematic



Figure 17.  26R Monitoring Well 376-36R, Monitoring Schematic
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Figure 18.  26R Monitoring Well 376-36R, Abandonment Schematic
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